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PBC RBX-H

Primary Belt Cleaner RBX-H

Model Belt Width Steel Tube Length Blade Length

RBX-H

065 650 1600 600

080 800 1800 700

100 1000 2000 900

120 1200 2200 1100

140 1400 2400 1300

160 1600 2700 1500

180 1800 3000 1700

200 2000 3200 1900

220 2200 3500 2100

Note: Can be customized according to customers, specific requirements 

1. The blade is made of polyurethane, with low wearing, 
high strength and no damage to the belt. The hollow 
buffer holes of the blade enables the blade a large 
extensibility to achieve a complete scraping effect;

2. Modular design of the blade and slot push structure of 
the aluminum alloy fixing seat makes the installation and 
replacement more convenient;

3. A set of constant-pressure spring adjusting seats at both 
ends keeps the blade and the belt maintain a proper 
contact pressure. In case of any external force, the 
pressure spring can buffer the impact force in time, thus 
preventing the blade from damaging the belt;

4. Installed below the center line of the head pulley;
5. Suitable for the conveyance of all kinds of materials, such 

as coal, coke, sinter, salt, iron ore and fertilizer, and 
widely applied in thermal power plants, iron and steel 
plants, cement plants, fertilizer plants, coking plants, coal 
cleaning plants, coal mines, petrochemical plants, 
mining, paper mills, chemical plants, terminal transfer 
stations and other industries
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SBC RBX-P

Secondary Belt Cleaner RBX-P 

Note: Can be customized according to customers, specific requirements 

1. A built-in high-strength aluminum alloy framework and PU 
blade are integrated molding , characterized by good fit, large 
extensibility, high wear resistance, impact resistance and no 
material leakage;

2. The blade and the bracket are bolted for easy installation and 
replacement;

3. A set of constant-pressure spring adjusting seats is equipped 
at both ends, the screw type adjustment and shock absorber 
spring can absorb the impact from sudden external forces, 
prevent the blade from damaging the belt, and ensure the 
contact pressure and excellent cleaning effect;

4. Installed on the working surface of the return conveyor belt 
below the head pulley, suitable for two-way running belt;

5. Suitable for the conveyance of all kinds of materials, such as 
coal, coke, sinter, salt, iron ore and fertilizer, and widely 
applied in thermal power plants, iron and steel plants, 
cement plants, fertilizer plants, coking plants, coal cleaning 
plants, coal mines, petrochemical plants, mining, paper mills, 
chemical plants, terminal transfer stations and other 
industries.

Model Belt Width Steel Tube Length Blade Length

RBX-P

065 650 1600 600

080 800 1800 700

100 1000 2000 900

120 1200 2200 1100

140 1400 2400 1300

160 1600 2700 1500

180 1800 3000 1700

200 2000 3200 1900

220 2200 3500 2100
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PBC RBX-HR

Primary Belt Cleaner RBX-HR 

Model Belt Width Steel Tube Length Blade Length

RBX-HR

065 650 1600 600

080 800 1800 700

100 1000 2000 900

120 1200 2200 1100

140 1400 2400 1300

160 1600 2700 1500

180 1800 3000 1700

200 2000 3200 1900

220 2200 3500 2000

Note: Can be customized according to customers, specific requirements 

1. The blade is made of polyurethane, with low wearing, 
high strength and no damage to the belt. The hollow 
buffer holes of the blade enables the blade a large 
extensibility to achieve a complete scraping effect;

2. Modular design of the blade and slot push structure of 
the aluminum alloy fixing seat makes the installation and 
replacement more convenient;

3. A set of constant-pressure spring adjusting seats at both 
ends keeps the blade and the belt maintain a proper 
contact pressure. In case of any external force, the 
pressure spring can buffer the impact force in time, thus 
preventing the blade from damaging the belt;

4. Installed below the center line of the head pulley;
5. Suitable for the conveyance of all kinds of materials, such 

as coal, coke, sinter, salt, iron ore and fertilizer, and 
widely applied in thermal power plants, iron and steel 
plants, cement plants, fertilizer plants, coking plants, coal 
cleaning plants, coal mines, petrochemical plants, 
mining, paper mills, chemical plants, terminal transfer 
stations and other industries
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SBC RBX-PR

Secondary Belt Cleaner RBX-PR

Note: Can be customized according to customers, specific requirements 

1. A built-in high-strength aluminum alloy framework and PU 
blade are integrated molding , characterized by good fit, large 
extensibility, high wear resistance, impact resistance and no 
material leakage;

2. The blade and the bracket are bolted for easy installation and 
replacement;

3. A set of constant-pressure spring adjusting seats is equipped 
at both ends, the screw type adjustment and shock absorber 
spring can absorb the impact from sudden external forces, 
prevent the blade from damaging the belt, and ensure the 
contact pressure and excellent cleaning effect;

4. Installed on the working surface of the return conveyor belt 
below the head pulley, suitable for two-way running belt;

5. Suitable for the conveyance of all kinds of materials, such as 
coal, coke, sinter, salt, iron ore and fertilizer, and widely 
applied in thermal power plants, iron and steel plants, 
cement plants, fertilizer plants, coking plants, coal cleaning 
plants, coal mines, petrochemical plants, mining, paper mills, 
chemical plants, terminal transfer stations and other 
industries.

Model Belt Width Steel Tube Length Blade Length

RBX-PR

065 650 1600 600

080 800 1800 700

100 1000 2000 900

120 1200 2200 1100

140 1400 2400 1300

160 1600 2700 1500

180 1800 3000 1700

200 2000 3200 1900

220 2200 3500 2000
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PBC RBX-HN

Primary Belt Cleaner RBX-HN

Note: Can be customized according to customers, specific requirements 

1. The blade is molded with wear-resistant polyurethane, characterized 
by high strength, high wear resistance and excellent impact 
resistance;

2. Combined design of the blade makes installation and maintenance 
easy. Each blade is equipped with an automatic returning device, and 
superior for its good noise absorption, vibration relief and tensioning. 
When the conveyor belt uneven surface, such as vulcanization joints, 
belt buckles and belt repair surface, passes through the blades, the 
blades in contact with will subject to a certain pressure from the 
conveyor belt uneven surface, ejects and evades slightly to the 
opposite direction of the conveyor belt to protect the conveyor belt. 
After the conveyor uneven surface passed, the evading blade can get 
the rebound tension through the automatic returning device, make 
the blade reattached to the conveyor belt surface to continue to 
work;

3. The spring adjusting seat design enhance the impact resistance of the 
whole blade set and is friendly for installation and adjustment; 

4. Installed below the center line of the head pulley;
5. Suitable for the conveyance of all kinds of materials, such as coal, 

coke, sinter, salt, iron ore and fertilizer, and widely applied in thermal 
power plants, iron and steel plants, cement plants, fertilizer plants, 
coking plants, coal cleaning plants, coal mines, petrochemical plants, 
mining, paper mills, chemical plants, terminal transfer stations and 
other industries.

Model Belt Width Steel Tube Length Blade Length

RBX-HN

065 650 1600 570

080 800 1800 760

100 1000 2000 950

120 1200 2200 1140

140 1400 2400 1330

160 1600 2700 1520

180 1800 3000 1710

200 2000 3200 1900

220 2200 3500 2090
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SBC RBX-PN

Secondary Belt Cleaner RBX-PN

Note: Can be customized according to customers, specific requirements 

1. The blade is molded with polyurethane and characterized by high 
strength, high wear resistance and excellent impact resistance;

2. Combined design of the blade makes installation and maintenance easy. 
Each blade is equipped with an automatic returning device, and 
superior for its good noise absorption, vibration relief and tensioning. 
When the conveyor belt uneven surface, such as vulcanization joints, 
belt buckles and belt repair surface, passes through the blades, the 
blades in contact with will subject to a certain pressure from the 
conveyor belt uneven surface, ejects and evades slightly to the opposite 
direction of the conveyor belt to protect the conveyor belt. After the 
conveyor uneven surface passed, the evading blade can get the 
rebound tension through the automatic returning device, make the 
blade reattached to the conveyor belt surface to continue to work;

3. The spring adjusting seat design prevent the whole blade set from 
damaging by instantaneous impacts, and make it easy to install and 
adjust;

4. Installed on the working surface of the return conveyor belt at the 
lower part of the head pulley, suitable for two-way running belt;

5. Suitable for the conveyance of all kinds of materials, such as coal, coke, 
sinter, salt, iron ore and fertilizer, and widely applied in thermal power 
plants, iron and steel plants, cement plants, fertilizer plants, coking 
plants, coal cleaning plants, coal mines, petrochemical plants, mining, 
paper mills, chemical plants, terminal transfer stations and other 
industries. 

Model Belt Width Steel Tube Length Blade Length

RBX-PN

065 650 1600 570

080 800 1800 760

100 1000 2000 950

120 1200 2200 1140

140 1400 2400 1330

160 1600 2700 1520

180 1800 3000 1710

200 2000 3200 1900

220 2200 3500 2090
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PBC RBX-HN-TD

Primary Belt Cleaner RBX-HN-TD

Note: Can be customized according to customers, specific requirements 

1. The tungsten carbide blade with higher wear resistance and longer 
service life has a good scrapping effect on high temperature or sticky 
materials;

2. Combined design of the blade makes installation and maintenance 
easy. Each blade is equipped with an automatic returning device, and 
superior for its good noise absorption, vibration relief and tensioning. 
When the conveyor belt uneven surface, such as vulcanization joints, 
belt buckles and belt repair surface, passes through the blades, the 
blades in contact with will subject to a certain pressure from the 
conveyor belt uneven surface, ejects and evades slightly to the 
opposite direction of the conveyor belt to protect the conveyor belt. 
After the conveyor uneven surface passed, the evading blade can get 
the rebound tension through the automatic returning device, make 
the blade reattached to the conveyor belt surface to continue to 
work;

3. The spring adjusting seat design enhance the impact resistance of the 
whole blade set is friendly for installation and adjustment;

4. Installed below the center line of the head pulley;
5. Suitable for the conveyance of all kinds of materials, such as coal, 

coke, sinter, salt, iron ore and fertilizer, and widely applied in thermal 
power plants, iron and steel plants, cement plants, fertilizer plants, 
coking plants, coal cleaning plants, coal mines, petrochemical plants, 
mining, paper mills, chemical plants, terminal transfer stations and 
other industries.

Model Belt Width Steel Tube Length Blade Length

RBX-HN-TD

065 650 1600 570

080 800 1800 760

100 1000 2000 950

120 1200 2200 1140

140 1400 2400 1330

160 1600 2700 1520

180 1800 3000 1710

200 2000 3200 1900

220 2200 3500 2090
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SBC RBX-PN-TD

Note: Can be customized according to customers, specific requirements 

1. The tungsten carbide blade with higher wear resistance and longer service 
life has a good scrapping effect on high temperature or sticky materials;

2. Combined design of the blade makes installation and maintenance easy. 
Each blade equipped with an automatic returning device, and superior for 
its good noise absorption, vibration relief and tensioning. When the 
conveyor belt uneven surface, such as vulcanization joints, belt buckles 
and belt repair surface, passes through the blades, the blades in contact 
with will subject to a certain pressure from the conveyor belt uneven 
surface, ejects and evades slightly to the opposite direction of the 
conveyor belt to protect the conveyor belt. After the conveyor uneven 
surface passed, the evading blade can get the rebound tension through 
the automatic returning device, make the blade reattached to the 
conveyor belt surface to continue to work;

3. The spring adjusting seat design prevent the whole blade set from 
damaging by instantaneous impacts, and make it easy to install and 
adjustment;

4. Installed on the working surface of the return conveyor belt at the lower 
part of the head pulley, suitable for two-way running belt;

5. Suitable for the conveyance of all kinds of materials, such as coal, coke, 
sinter, salt, iron ore and fertilizer, and widely applied in thermal power 
plants, iron and steel plants, cement plants, fertilizer plants, coking plants, 
coal cleaning plants, coal mines, petrochemical plants, mining, paper mills, 
chemical plants, terminal transfer stations and other industries.

Model Belt Width Steel Tube Length Blade Length

RBX-PN-TD

065 650 1600 570

080 800 1800 760

100 1000 2000 950

120 1200 2200 1140

140 1400 2400 1330

160 1600 2700 1520

180 1800 3000 1710

200 2000 3200 1900

220 2200 3500 2090

Secondary Belt Cleaner RBX-PN-TD 
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PBC RBX-H-TD

Note: Can be customized according to customers, specific requirements 

1. The tungsten carbide tip with a higher wear resistance and 
longer service life has a good scraping effect on high 
temperature or sticky materials;

2. The blade arm and tip are connected by bolt, and fixed onto 
the tube through the rubber block;

3. Segmented blade mounted on rubber block, ensured that 
when the belt cleaner meets rigid obstacles such as belt 
fasteners during working, the separate blades ensure constant 
blade to belt contact on uneven surfaces, guaranteeing 
maximum cleaning effect while reset;

4. Installed below the center line of the head pulley;
5. Suitable for the conveyance of all kinds of materials, such as 

coal, coke, sinter, salt, iron ore and fertilizer, and widely applied 
in thermal power plants, iron and steel plants, cement plants, 
fertilizer plants, coking plants, coal cleaning plants, coal mines, 
petrochemical plants, mining, paper mills, chemical plants, 
terminal transfer stations and other industries.

Primary Belt Cleaner RBX-H-TD

Model Belt Width Steel Tube Length Blade Width

RBX-H-TD

065 650 1600 650

080 800 1800 800

100 1000 2000 1000

120 1200 2200 1200

140 1400 2400 1400

160 1600 2700 1600

180 1800 3000 1800

200 2000 3200 2000

220 2200 3500 2200
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SBC RBX-P-TD

Note: Can be customized according to customers, specific requirements 

1. The tungsten carbide tip blade with a higher wear resistance and 
longer service life has a good scraping effect on high temperature 
or sticky materials;

2. The blade arm and tip are connected by bolt, and fixed onto the 
tube through the rubber block;

3. Segmented blade mounted on rubber block, ensured that when 
the belt cleaner meets rigid obstacles such as belt fasteners 
during working, the separate blades ensure constant blade to belt 
contact on uneven surfaces, guaranteeing maximum cleaning 
effect while reset;

4. Installed on the working surface of the return conveyor belt at the 
lower part of the head pulley, suitable for one-way running belt;

5. Suitable for the conveyance of all kinds of materials, such as coal, 
coke, sinter, salt, iron ore and fertilizer, and widely applied in 
thermal power plants, iron and steel plants, cement plants, 
fertilizer plants, coking plants, coal cleaning plants, coal mines, 
petrochemical plants, mining, paper mills, chemical plants, 
terminal transfer stations and other industries.

Secondary Belt Cleaner RBX-P-TD

Model Belt Width Steel Tube Length Blade Length

RBX-P-TD

065 650 1600 600

080 800 1800 750

100 1000 2000 900

120 1200 2200 1200

140 1400 2400 1350

160 1600 2700 1500

180 1800 3000 1800

200 2000 3200 1950

220 2200 3500 2100
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SBC RBX-N-TD

Note: Can be customized according to customers, specific requirements 

1. The tungsten carbide tip with a higher wear resistance and 
longer service life has a good scraping effect on high 
temperature or sticky materials;

2. The blade arm and tip are connected by bolt, and fixed onto 
the tube through the rubber block . The hollow buffer hole of 
the rubber block has a good cushioning effect;

3. Segmented blade mounted on rubber block, ensured that 
when the belt cleaner meets rigid obstacles such as belt 
fasteners during working, the separate blades ensure constant 
blade to belt contact on uneven surfaces, guaranteeing 
maximum cleaning effect while reset;

4. Installed on the working surface of the return conveyor belt at 
the lower part of the head pulley, suitable for two-way running 
reversible belt;

5. Suitable for the conveyance of all kinds of materials, such as 
coal, coke, sinter, salt, iron ore and fertilizer, and widely 
applied in thermal power plants, iron and steel plants, cement 
plants, fertilizer plants, coking plants, coal cleaning plants, coal 
mines, petrochemical plants, mining, paper mills, chemical 
plants, terminal transfer stations and other industries.

Secondary Belt Cleaner RBX-N-TD

Model Belt Width Steel Tube Length Blade Length

RBX-N-TD

065 650 1600 600

080 800 1800 700

100 1000 2000 900

120 1200 2200 1200

140 1400 2400 1350

160 1600 2700 1500

180 1800 3000 1800

200 2000 3200 1950

220 2200 3500 2100
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SBC RBX-PM

Note: Can be customized according to customers, specific requirements 

1. The tungsten carbide blade with higher wear resistance and 
longer service life has a good scrapping effect on high 
temperature or sticky materials;

2. With combined blade design, easier for installation and 
maintenance. Equipped with rubber buffering device, 
specialized for noise absorbing, vibration reducing and 
tensioning. When the blade passes through the rubber patch 
bump on the belt surface, the elastic tension can be obtained 
through the rubber buffer device, so that the scraper blade 
can be attached to the belt surface to continue to work;

3. With spring adjusting seat design, prevented the whole 
blades from damaging by instantaneous impacts, and easy to 
be installed and adjusted;

4. Installed on the working surface of the return conveyor belt 
at the lower part of the head pulley, suitable for two-way 
running belt;

5. Suitable for the conveyance of all kinds of materials, such as 
coal, coke, sinter, salt, iron ore and fertilizer, and widely 
applied in thermal power plants, iron and steel plants, 
cement plants, fertilizer plants, coking plants, coal cleaning 
plants, coal mines, petrochemical plants, mining, paper mills, 
chemical plants, terminal transfer stations and other 
industries.

Secondary Belt Cleaner RBX-PM

Model Belt Width Steel Tube Length Blade Length

RBX-PM

065 650 1600 570

080 800 1800 760

100 1000 2000 950

120 1200 2200 1140

140 1400 2400 1330

160 1600 2700 1520

180 1800 3000 1710

200 2000 3200 1900

220 2200 3500 2090
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SBC RBX-PGD-TD

Note: Can be customized according to customers, specific requirements 

1. The tungsten carbide blade with higher wear resistance and longer service 
life has a good scrapping effect on high temperature or sticky materials;

2. Combined design of the blade makes installation and maintenance easy. 
Each blade equipped with an automatic returning device, and superior for 
its good noise absorption, vibration relief and tensioning. When the 
conveyor belt uneven surface, such as vulcanization joints, belt buckles and 
belt repair surface, passes through the blades, the blades in contact with 
will subject to a certain pressure from the conveyor belt uneven surface, 
ejects and evades slightly to the opposite direction of the conveyor belt to 
protect the conveyor belt. After the conveyor uneven surface passed, the 
evading blade can get the rebound tension through the automatic returning 
device, make the blade reattached to the conveyor belt surface to continue 
to work;

3. Unique angle design, best solutions for insufficient installation space, 
suitable for one-way running belt;

4. The spring adjusting seat design prevent the whole blade set from damaging 
by instantaneous impacts, and make it easy to install and adjustment;

5. Installed on the working surface of the return conveyor belt at the lower 
part of the head pulley;

6. Suitable for the conveyance of all kinds of materials, such as coal, coke, 
sinter, salt, iron ore and fertilizer, and widely applied in thermal power 
plants, iron and steel plants, cement plants, fertilizer plants, coking plants, 
coal cleaning plants, coal mines, petrochemical plants, mining, paper mills, 
chemical plants, terminal transfer stations and other industries.

Secondary Overlapping Belt Cleaner RBX- PGD-TD

Model Belt Width Steel Tube Length Blade Length

RBX-PGD-TD

065 650 1600 570

080 800 1800 760

100 1000 2000 950

120 1200 2200 1140

140 1400 2400 1330

160 1600 2700 1530

180 1800 3000 1710

200 2000 3200 1900

220 2200 3500 2090
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SBC RBX-PGS-TD

Note: Can be customized according to customers, specific requirements 

1. The tungsten carbide blade with higher wear resistance and longer service 
life has a good scrapping effect on high temperature or sticky materials;

2. Combined design of the blade makes installation and maintenance easy. 
Each blade equipped with an automatic returning device, and superior for 
its good noise absorption, vibration relief and tensioning. When the 
conveyor belt uneven surface, such as vulcanization joints, belt buckles and 
belt repair surface, passes through the blades, the blades in contact with 
will subject to a certain pressure from the conveyor belt uneven surface, 
ejects and evades slightly to the opposite direction of the conveyor belt to 
protect the conveyor belt. After the conveyor uneven surface passed, the 
evading blade can get the rebound tension through the automatic returning 
device, make the blade reattached to the conveyor belt surface to continue 
to work;

3. Blades is crossed back and forth with no gaps, completely solved the leakage 
problem, make the scraping more cleaner;

4. The spring adjusting seat design prevent the whole blade set from damaging 
by instantaneous impacts, and make it easy to install and adjustment;

5. Installed on the working surface of the return conveyor belt at the lower 
part of the head pulley;

6. Suitable for the conveyance of all kinds of materials, such as coal, coke, 
sinter, salt, iron ore and fertilizer, and widely applied in thermal power 
plants, iron and steel plants, cement plants, fertilizer plants, coking plants, 
coal cleaning plants, coal mines, petrochemical plants, mining, paper mills, 
chemical plants, terminal transfer stations and other industries.

Secondary Overlapping Belt Cleaner RBX- PGS-TD

Model Belt Width Steel Tube Length Blade Length

RBX-PGS-TD

065 650 1600 570

080 800 1800 770

100 1000 2000 950

120 1200 2200 1150

140 1400 2400 1330

160 1600 2700 1530

180 1800 3000 1710

200 2000 3200 1910

220 2200 3500 2100
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SBC RBX-US-TD

Secondary Belt Cleaner RBX-US-TD 

Model Belt Width Main Frame Length Blade Length

RBX-US-TD

065 650 700 570

080 800 700 760

100 1000 700 950

120 1200 900 1140

140 1400 900 1330

160 1600 900 1530

180 1800 900 1710

200 2000 900 1900

220 2200 900 2090

Note: Can be customized according to customers, specific requirements 

1. The tungsten carbide blade with higher wear resistance and longer 
service life has a good scrapping effect on high temperature or 
sticky materials;

2. Combined design of the blade makes installation, replacement and 
maintenance easy. Each blade equipped with an individual shock 
absorbing rebound system can automatically adjust the pressure 
from various uneven surfaces on the belt , and superior for its good 
noise absorption, vibration relief and tensioning ability. The unique 
designed barb type blade is an ideal choice for narrow installation 
spaces;

3. Specially designed telescopic rod can be elongated or shortened to 
a suitable length, so as to ensure the normal installation and use 
under complex working conditions on site;

4. The spring adjusting seat design prevent the whole blade set from 
damaging by instantaneous impacts, and make it easy to install and 
adjustment;

5. Installed on the working surface of the return conveyor belt at the 
lower part of the head pulley;

6. Suitable for the conveyance of all kinds of materials, such as coal, 
coke, sinter, salt, iron ore and fertilizer, and widely applied in 
thermal power plants, iron and steel plants, cement plants, 
fertilizer plants, coking plants, coal cleaning plants, coal mines, 
petrochemical plants, mining, paper mills, chemical plants, 
terminal transfer stations and other industries 17BACK TO CONTENTS 



SBC RBX- US-TDS

Secondary Overlapping Belt Cleaner RBX- US-TDS 

Model Belt Width Main Frame Length Blade Length

RBX-US-TDS

065 650 700 570

080 800 700 770

100 1000 700 950

120 1200 900 1150

140 1400 900 1330

160 1600 900 1530

180 1800 900 1710

200 2000 900 1910

220 2200 900 2100

Note: Can be customized according to customers, specific requirements 

1. The tungsten carbide blade with higher wear resistance and longer 
service life has a good scrapping effect on high temperature or 
sticky materials;

2. Combined design of the blade makes installation, replacement and 
maintenance easy. Each blade equipped with an individual shock 
absorbing rebound system can automatically adjust the pressure 
from various uneven surfaces on the belt , and superior for its good 
noise absorption, vibration relief and tensioning ability. The unique 
designed barb type blade is an ideal choice for narrow installation 
spaces;

3. Specially designed telescopic rod can be elongated or shortened to 
a suitable length, so as to ensure the normal installation and use 
under complex working conditions on site;

4. The spring adjusting seat design prevent the whole blade set from 
damaging by instantaneous impacts, and make it easy to install and 
adjustment;

5. Installed on the working surface of the return conveyor belt at the 
lower part of the head pulley;

6. Suitable for the conveyance of all kinds of materials, such as coal, 
coke, sinter, salt, iron ore and fertilizer, and widely applied in 
thermal power plants, iron and steel plants, cement plants, 
fertilizer plants, coking plants, coal cleaning plants, coal mines, 
petrochemical plants, mining, paper mills, chemical plants, 
terminal transfer stations 18
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PHDBC RBX-HZ

Primary Heavy Duty Belt Cleaner RBX-HZ 

Model Belt Width Steel Tube Length Blade Length

RBX-HZ

065 650 1600 600

080 800 1800 700

100 1000 2000 900

120 1200 2200 1100

140 1400 2400 1300

160 1600 2700 1500

180 1800 3000 1700

200 2000 3200 1900

220 2200 3500 2000

Note: Can be customized according to customers, specific requirements 

1. The heavy duty polyurethane blade is higher and thicker 
comparing to ordinary polyurethane blade, which is molded 
integrally by polyurethane composite materials, specialized in 
high wear resistance, impact resistance and corrosion resistance, 
no materials leaking and no damage to belts, etc. Suitable for belt 
transportation worksite requiring high speed and high volume;

2. The aluminum alloy fixing seat adopted slot structure and bolt 
connection, easy to install and replace;

3. The design of spring adjusting seat enhanced the impact 
resistance of the blade and protected the belt as well, and easier 
for the installation and maintenance of the blade. When blade 
wear, the pressure spring will automatically compensate for wear, 
thus reducing maintenance costs;

4. Installed below the center line of the head pulley;
5. Suitable for the conveyance of all kinds of materials, such as coal, 

coke, sinter, salt, iron ore and fertilizer, and widely applied in 
thermal power plants, iron and steel plants, cement plants, 
fertilizer plants, coking plants, coal cleaning plants, coal mines, 
petrochemical plants, mining, paper mills, chemical plants, 
terminal transfer stations and other industries.
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Motorized Brush BC RBX-EPM

Motorized Brush Belt Cleaner RBX-EPM 

Model Belt Width Brush Length Total Length Moter Power (KW)

RBX-EMP

065 650 650 1300 1.5

080 800 800 1450 1.5

100 1000 1000 1650 1.5

120 1200 1200 1850 1.5

140 1400 1400 2050 2.2

160 1600 1600 2250 2.2

180 1800 1800 2450 2.2

200 2000 2000 2650 2.2

Note: Can be customized according to customers, specific requirements 

The motorized brush belt cleaner is composed of motor, reducer, rolling 
brush, coupling, bearing seat and adjusting frame. The rolling brush is 
driven by a motor, and the brush tip is in slight contact with the belt 
surface. The rotating direction of the brush is opposite to the running 
direction of the return conveyor belt, so as to brush down the adhesive 
material stuck on the belt surface, especially on the pattern. Reasonable 
and compact structure, safe and reliable, can effectively clean the surface 
of the belt, while cleaning without damaging the belt, effectively extended 
the service life of the belt conveyor, improved the work efficiency. 
1. The roller brush is made of wear-resistant nylon wire arranged in a 

spiral shape along the shaft, free from material and scale. Especially 
suitable for cleaning old belt with uneven surface and belt with 
mechanical joint¬

2. Continuous contact of the cleaning point when cleaner works, makes 
the cleaning force strong and cleaning effect good¬

3. Safe and reliable, low failure rate, long service life, low maintenance 
cost¬

4. Suitable for the conveyance of all kinds of materials, such as coal, 
coke, sinter, salt, iron ore and fertilizer, and widely applied in thermal 
power plants, iron and steel plants, cement plants, fertilizer plants, 
coking plants, coal cleaning plants, coal mines, petrochemical plants, 
mining, paper mills, chemical plants, terminal transfer stations and 
other industries.

20BACK TO CONTENTS 



Unpowered Brush BC 
RBX-NPM

Unpowered Brush Belt Cleaner RBX-NPM 

Model Belt Width Brush Length Total Length

RBX-NMP

065 650 650 1000

080 800 800 1150

100 1000 1000 1350

120 1200 1200 1550

140 1400 1400 1750

160 1600 1600 1950

180 1800 1800 2150

200 2000 2000 2350

Note: Can be customized according to customers, specific requirements 

The unpowered brush belt cleaner is composed of drive pulley, 
cleaning roller brush, driving arm, self-aligning bearing, locking screw, 
connecting plate, fixing bolt, supporting shaft, support sleeve, fixing 
pin shaft, screw adjusting buckle, etc. The structure is simple, relying 
on the friction between the drive pulley and the belt to provide power, 
no power supply and control devices needed, saving materials. The 
rotation direction of the cleaning roller brush is opposite to the 
movement direction of the return belt, so as to remove the materials 
adhered to the lower surface of the return belt and achieve the 
purpose of cleaning.
1. The roller brush is made of high elasticity and wear-resistant nylon 

wire, suitable for different demands from different industries;
2. Elastic contact at cleaning point, with reasonable method and 

better cleaning effect;
3. Optimized design, easier installation and adjustment, practical in 

application;
4. No power and control devices needed, saving materials and 

energy;
5. Suitable for the conveyance of all kinds of materials, such as coal, 

coke, sinter, salt, iron ore and fertilizer, and widely applied in 
thermal power plants, iron and steel plants, cement plants, 
fertilizer plants, coking plants, coal cleaning plants, coal mines, 
petrochemical plants, mining, paper mills, chemical plants, 
terminal transfer stations and other industries. 21BACK TO CONTENTS 



CONTACT 
LOCATION

PT RBK INTERNATIONAL 
INDONESIA

JI. DR Anak Agung Gde Agung, Lot#5.1, Mega Kuningan

Jakarta Selatan.Indonesia. 12950

www.rubbexconveyor.com 
sales@rubbexconveyors.com 

+62 822-5254-9696 (Director)
+91 6309 758 973 (BDM)

+62 821-5995-4676 (Admin)
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